TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

IMPORTANT:
THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL

NOTES MD 104.00-01 - MD 104.00-18 AND

STANDARD DETAILS MD 104.01-01 -
MD 104.01-62

NOTES:

SHOULDER WORK SIGNS SHALL BE
MOUNTED ON THE SIDE OF THE ROADWAY
WHERE THE SHOULDER IS AFFECTED.
USAGE OF SHOULDER WORK SIGNS ON
THE OPPOSITE SIDE OF DIVIDED
HIGHWAYS IS OPTIONAL. MOUNT

ALL OTHER SIGNS ON BOTH

SIDES OF THE WORK-AFFECTED

ROADWAY ON DIVIDED HIGHWAYS,

SHOULDER CLOSED SIGNS ARE REOQUIRED
IN PLACE OF SHOULDER WORK SIGNS
WHEN THE SHOULDER IS CLOSED BY

A PHYSICAL BARRIER REFER TO
STANDARD NO. MD 104.06-14.

ON TWO-LANE, TWO-WAY ROADWAYS,
FOR THE OPPOSITE APPROACH,

MOUNT A "ROAD WORK AHEAD" SIGN
1000 FEET IN ADVANCE OF WORK AREA.
ALSO, MOUNT AN “END ROAD WORK" SIGN
500 FEET PAST THE WORK AREA.
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4:1 OR FLATTER SLOPE FILLET
WEDGE REQUIRED (UNLESS A
PHYSICAL BARRIER IS INSTALLED).
SEE STANDARD NO. MD 104.01-28.
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